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DATASHEET

PRODUCT SPECIFICATIONS

P45 LED Lamp

Input Voltage: AC220-240V ~ 50/60 Hz
Bulb Shape: P45
Socket: E14 / E27
Lifetime: 20.000 h

CRI: ≥80

FUNCTIONS & PERFORMANCE    

| Low power consumption

| Efficient replacement for incandescent lamps

| Mercury free, no UV and IR radiation

| Instant on, 100% light output

Exclusive Brand Sales LED by AEG

AEG is a registered trademark used under licence from Ab Electrolux (publ)

Sales Code Replac-
ement

Luminous

LP455E14/830A180A 25 W

Performance

4,5 W 250 lm            3.000K 180°

Beam
Angle

N

Dim-
mable

LP455E14/857A180A 25 W

LP455E14D/830A180A 25 W

4,5 W

4,5 W

180°

180°

N

Y

LP455E14D/857A180A 25 W4,5 W 180° Y
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       Color
Temperature  

Material: Aluminum+Glass

Color Temperature: 3.000 K / 5.700 K

Flux      Cover

Frosted

Frosted

Frosted

Frosted

Frosted

Frosted

Frosted

Frosted270 lm            5.700K

250 lm            3.000K

270 lm            5.700K

270 lm            5.700K

270 lm            5.700K

250 lm            3.000K
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| 2 years guarantee


